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SPECIFICATION

Specification for GATEMET 120 minutes Fire Rated (FD 120 ID/PI) Fully/Partially
Insulated Tufwud Metal Fire Door

@ Thickness: 46mm, 120-minute fire-rated (FD 120 |D/PI).

® Material: Constructed with minimum 1.2mm (18 SWG) galvanized steel sheets conforming
to IS: 277 with zinc coating (120 gsm).

® Insulation: Infilled with high-density ceramic wool (96kg/sg.m3).

@ Sealing: Intumescent seal (10 x 4mm) provided all around except the bottom, for smoke sealing.

@ Compliance: Fully compliant with IS: 3614:2021 (amended 2023).

B Vision Panel

@ Glass Specification: 2-hour rated E-class clear high-stress fire-rated glass (6mm thickness)
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@ Size: 200 X 300mMm (maximum 0.06 sg.m)

@ Fixing Mechanism: Clip-on arrangement for secure installation.

B Fire Rating Performance

@ Testing Standards: Tested as per IS: 17518 (Part 1) for IS: 3614: 2021 (amendment 2023) and BS: 476 Part 22.

o) Integrity and Insulation: Designed to restrict temperature rise on the non-fire side to a
maximum of 140°C above ambient temperature.

B Door Frame

@) Profile Dimensions: Single or Double-rebated door frame section (100mm x 57mm/143mm x 57mm).

@ Material: Made with upto .omm (16 SWG) galvanized steel sheet conforming to IS: 277 with zinc
coating (120 gsm).

@ Sealing: Incorporates fire-rated smoke seals (20mm x 2mm and 10mm x 4mm) and
EPDM smoke seals for sound reduction.
@ Insulation & Design: Filled with fire-resistant material & Grooved step profile with bending radius of 1.5mm.

@ Finish: Polyester powder coating (50 microns) in approved colors.

METAL DOOR USES

— Fire Safety Security
Metal doors are widely used in fire-rated Metal doors offer robust protection against
applications, providing critical protection by unauthorized access, making them a preferred
containing fire and smoke. choice for industrial applications.
Durability Low Maintenance

|deal for high-traffic areas, they withstand wear @ Metal doors require minimal upkeep, offering
<

and tear, making them suitable for industrial and cost-effective and reliable performance over time.

commercial settings. (Except In coastal areas)
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