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TUFWUD MAHOVEE
tutwud x GLAZED FIRE DOOR

Fire Rated
Glazed Door

Fire Rated Glazed Doors used in hospitals, buildings,
commercial places, airports, metro station entry or exit areas
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OUR PROJECTS

Corriander Plaza Bikash Bhavan Sll Vlsmn
¥ Bandra West, Mumbai v Saltlake, Kolkata Cohinoo mplex, Tarakeshwar
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SPECIFICATION

Specification for MAHOVEE 120 Minutes Rated (FD 120 PIl) Partially Insulated Metal
Glazed Fire Door

Shutter

@) Design: Fully glazed Type SH85 with a 60 x 85 mm profile step box section for glass elements.
@ Material: 1.2 mm (18 gauge) thick galvanized steel sheet.

@ Glass Fixation: Minimum 1.2 mm Gl beading (25 mm height), clamped with steel screws (6 mm X 19 mm) at
250 mm intervals, with ceramic tape (3 mm x 15 mm) as per test evidence.

@ Sealing: Intumescent seal (15 x 2 mm) around the door leaf.

@ Glazing Kit: 60 mm prepped with reinforcements for hinges, locks, and door closers. Steel beading for
concealed site fixing without visible screws.

Door Frame

@ Profile Dimensions: Single rebate frame profile, 125 x 60 mm, made of 1.6 mm (16 gauge) thick galvanized steel sheet.

@ Frame Construction: Butted/mitered with provisions for smoke seals and self-tabs for field assembly.

@ Glass Fixation for Partitions: Held with 1.2 mm Gl beading (25 mm height) using stool screws (8 mm x 18 mm)
at 250 mm intervals, with ceramic tape (5 mm x 20 mm).

@® Installation: Frames with backplate brackets and anchor fasteners for mounting on plastered
masonry walls. Frames filled with fire-rated puff and sealed with silicon sealant.

@ Top Supports: Included as per design requirements.

Glass and Glazing

@ Rating: Fire-rated for 120 minutes (integrity) and 30 minutes (Partial Insulation, 120 PI).

@ Sound Reduction & Impact Resistance: Minimum 38 dB. of sound reduction & Compliant with EN 12600 class 1(8)]1.

@ Radiation Control: Not exceeding Kwl15 for the rated duration.

Compliance

@ Fire Rating: E120 (120 minutes integrity) and 130 (30 minutes insulation).
@ Standards: Tested as per IS: 3614:2021 (amendment 2023), IS 17518 (Part 1), and BS 476 Part 22.

GLAZED FIRE DOOR USES

Fire Safety Aesthetic Appeal

* enhancing the visual appeal of spaces while
compromising visibility during emergencies. meeting safety standards.

¢
Offers certified fire resistance to protect lives & Combines safety with modern design,

the glazed design ensures safety without

Durability Low Maintenance
Built with robust materials like toughened glass @ Requires minimal upkeep due to high-quality
9

and galvanized steel for long-lasting finishes and resistant materials, ensuring

performance. cost-effectiveness over time.

CERTIFICATES & MEMBERSHIPS
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